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"SZYBKI START"

Uruchomienie
Zarządzanie
Serwis



Akceptor
Dżwignia zwrotu

LCD wyświetlacz

Zaczep 
Akceptora

Klawiatura

Drzwi sortera

Blokada
drzwi sortera

Port 
danych

skala tuby

Kaseta

Zatrzask
kasety

oznaczenia 
Nnominal

monet

Budowa wrzutnika

Zawias 
akceptora

www.cointech.pl GUARDIAN 6000 XL str.02

Elementy wrzutnika



Hotkeys

MAIN MENU
Audit                 

▲
▼

 

Guardian “Hotkeys”

 

+
+
+
+

-

 

Nawigacja
strzałka w prawo: przejście 

w poprzek ekranu lub 
wybiera bieżący element

GÓRA / W DÓŁ: 
wyświetla opcje 

dostępne powyżej i 
poniżej "audyt".

strzałka w górę
przewijanie menu

ENTER: wybór 
,akceptacja, 
zakończenie

strzałka w dół
przewijanie menu

CANCEL: wyjście
przerwanie operacji

Główne menu:

Menu wyboru

strzałka w lewo:
powrót 

Przyciski wyboru 
do zarządzania 

wrzutnikiem 

przyciski
programatora

:Sterowanie i zarządzanie oprogramowaniem
wyświetlanie ilości monet oraz wypłacanie

(1 X):  Dostęp do Main Menu.

(2 X):  Odczyt Audit raporty i statystyki.

: Ustawienie poziomu napełniania.

: Wyłączenie trybu poziomu napełniania.

: Pokazuje konfigurację wypłaty monet.        

: Inicjacja Float Paydown (o ile aktywna).
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+

x41coinco
Typewritten text
Napełnianie/uzupełnianie
monetami



SetupSetup

RecommendationsRecommendations

Float
Cassette
Coin Config
Field Tune
General
Password

Optimal Float

Service

Current
Historical
Clear Current

AuditAudit
Main Menu
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Układ MENU

www.cointech.pl GUARDIAN 6000 XL str.04



Setup Menu Layout

Coin Enable 
Change Mgmt
Security Level

Set Float
Disable Float
Overfill Paydn
Float Paydn

Standard
Custom

Autotest
MDB Settings 
Dual Currency
Language
Clear Hst Audit
Factory Reset
Sound

Chg Password
Password Level

Float
Setup MenuSetup Menu

Token Add
Token Delete
Token Chg Value
Token Chg Rtg
Slug Remove

Cassette

Coin Config

Field Tune

General

Password
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Struktura MENU SETUP



.

 

 
.

 

 

 

 

Status: OK
Tubes = $29.15

Add $4.85 
Float = $34.00

Status: OK
Tubes = $29.15

Float Disabled

Option 1Option 1: Float EnabledFloat Enabled

Status: Warning
Tubes = $29.15

Float Disabled

Warn 1: Clean 
Acceptor

Out of Service

Option 2Option 2: Float DisabledFloat Disabled

LoopLoop

Option 3:Option 3: WarningWarning

Option 4:Option 4: Out of ServiceOut of Service

• $29.15 change in tubes.
• Float set at $34.00.
• Add $4.85 to Par changer.

Fully FunctionalFully Functional Changer ProblemChanger Problem

LoopLoop

LoopLoop

LoopLoop

Steady State Display Messages
Przykładowe ekrany komunikatów dotyczących 
stanu urządzenia.  

• $29.15 wartość tub.    
• Poziom nieaktywny.
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• Ostrzeżenie  - zalecane 
działanie serwisowe

• Wrzutnik nie działa - 
wymagane usunięcie 
usterki



3. Wypełnij tuby monetami. 
4. Zamknąć kasetę.

1. Wcisnąć zatrzask kasety 
2. Wysunąć kasetę

Ręczne załadowanie monet
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Typewritten text
Uwaga:
W każdej tubie minimalny poziom monet to 5 szt.
Nie napełniać powyżej 100 %.
Nie demontować tub - zablokować kierowanie monety
do tuby 



Normal Mode Keystrokes
Payout one or more 

coins from a tube
Hold down alpha key until 
desired coins are paid out.

Auto Paydown Mode Keystrokes
Payout ALL coins in a 

tube
Hold down alpha key until at 
least 4 coins are dispensed.

Pause / Resume 
Coin Payout

Press Escrow Lever.

Stop Coin Payout Press any key.

CCBBAA

FFEEDD
Coin Return

Changer Top View

Uwaga: Ostatnie kilka monet z tuby może być wypłacone za 
pomocą  indywidualnego przycisku wypłacania.

Kaseta wypłaty

Wypłata monet
Tryby wypłaty monet
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Oznaczenia i 
pozycje tub

x41coinco
Typewritten text
Konfiguracja kasety z tubami



1. Można szybko Włączyć Float przy obecnych 
poziomach monet przez jednoczesne naciśnięcie 
klawiszy skrótu manipulatorze E + F. Następnie naciśnij 
klawisz ENTER, aby zaakceptować wyświetlaną wartość.
2 Aby wyłączyć lub zresetować poziom napełniania, 
równocześnie naciśnij klawisze klawiatury D + F.

     Set  Float  (optional)  Ustawienie 
poziomów napełniania

      Parring. Równy poziom monet.
1.  Wysunąć kasetę z tubami.
2.  Wrzucić odpowiednie monety zgodnie z            
     komunikatem na wyświetlaczu LCD
3.  Zamknąć kasetę.
4.  Ilość zostanie automatycznie skorygowana.

= Scrolls within screens.▲▲

     Audit Reporting. Raporty AUDIT.
1.  Wciśnij MENU + MENU - przeglądaj raporty

Navigation Keys - Within Audit

ENTER = Pause / Resume.
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Uwaga: wyłącza wszystkie puste tuby !



     System Autotest

Autotest przebiega automatycznie - aktualny 
stan testu jest wyświetlany na ekranie LCD

1.  Naciśnij  MENU, przewiń do GENERAL-
     AUTOTEST i naciśnij ENTER.
2.  Wysuń kasetę oraz otwórz drzwi sortera.
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SETUP
General

Changer 
Steady State 

Mode

Open Cassette 
and Sort Door

Open both Sorting 
Cover Door & Payout 

Cassette; Autotest
begins automatically.

• Guardian cycles and checks 
status of all systems.

• Any errors are reported.

Close Changer to 
Exit Autotest

Coin LEDs

Coin Sense

Coils

Accept Gate Solenoid

Sorting Gate Solenoid

Coin Level Speakers

Payout System

Temperature Sensor

Changer Changer AutotestAutotest

Enter Enter

1. Push MENU Button.
2. Scroll using arrow keys to screen below

GENERAL
Autotest

x41coinco
Typewritten text
Automatyczne sprawdzenie wszystkich elementów wrzutnika



G6 X XX-XX
Protocol

Country Code

Konfiguracja tub - wypłaty

US = United States
CA = Canada
EU = Europe
GB = United Kingdom
AU = Australia
PL = Polska
oraz innych krajów

X = MDB
A = Protocol A
      (executiv)

Guardian 6000                  
identyfikacja  tabliczki 
znamionowej                

7

MDB Coin Changer Plug

G6X

Connect Pin-out:

Line 1  34 VDC
Line 2  DC Power Return
Line 3  N/C
Line 4  Master Receive
Line 5  Master Transmit
Line 6  Communications Common

MDB Controller/Vendor InterfaceFigure 1

Power

Rozszerzone informacje przydatne dla serwisantów - obsługa zaawansowana
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Schemat podłaczenia MDB



VEND 
MOTORS

DIGITAL 
DISPLAY

SELECTION 
SWITCHES

VENDING MACHINE 
CONTROLLER

POWER 
SUPPLY

SHIELD

TX-

RX+

TX+

RX-

9

4

3

1

2

P2

P1

2

9

1

EXACT CHANGE

24 VAC

24 VAC

EXECUTIVE COIN 
CHANGER WITH 
MDB MASTER 

(E.G. EUR-A901B)MDB CASHLESS 
DEVICE OR BILL 

ACCEPTOR

1

2

3

4

6

5
Master Receive

Master TX

Comms Gnd

Supply Gnd

+ ve supply

P3

1

9

2

P3 - MDB Master

Connector

P2 – Executive (Protocol A)

Data Communications

P1 – Executive (Protocol A)

Power Connector

Executive (Protocol A) Controller/Vendor InterfaceFigure 2

Operating Attitude
Vertical ±3°

Shipping Weight in Carton
Approximately 5 lbs. or 2.267 kilograms

Specyfikacja techniczna

Zasilanie:

MDB: 20 to 42V DC (1.8 Amp max operating)

Executive (Protocol A): 24V AC 50/60Hz (1.8 Amp max operating)

Zakres pracy w temeraturze:

-18°C to 65°C

Zakres temperatur przechowywania :

-30°C to 72°C

Wilgotność śrdowiska pracy :

20% to 95% nie skondensowana
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Schemat podłączenia EXECUTIV



 

Figure 9

Payout 
Cassette 
Release 
Latch
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Sposób demontażu 
akceptora 

x41coinco
Typewritten text
Sposób otwarcia i wysunięcia kasety z tubami
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Demontaż tub ( wymiana lub czyszczenie)

x41coinco
Typewritten text
Montaż i demontaż wrzutnika w automacie.

x41coinco
Typewritten text
Aby zamontować wrzutnik w automacie należy 
odchylić lub zdemontować akceptor i po 
zawieszeniu w automacie dokręcić wkręty 
mocujace. Podczas demontażu należy poluzować 
wkręty i następnie zdjąć wrzutnik. 
Nieumiejętny demontaż moze skutkować wyrwaniem 
zaczepów w obudowie wrzutnika.
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Kolejne rysunki pokazują 
miejsca podlegające 
okresowemu czyszczeniu 
oraz sposób demontażu i 
dostęp do elementów 
wymagajacych czyszczenia.

x41coinco
Typewritten text
Czyszczenie akceptora - komora cewek akceptacyjnych 
oraz tor przelotu monet i sortera monet.

x41coinco
Typewritten text
W przypadku zalania akceptora nie podłączać do zasilania - wysuszyć i przesłać do serwisu celem spradzenia czy uszkodzeniu
nie uległa płyta główna oraz
inne elementy.

x41coinco
Typewritten text
Uchylić klapkę z wyświetlaczem i przetrzeć miejsca wskazane na rysunku powyżej. 
Następnie otworzyć pokrywę sortera i postępując zgodnie z rysunkami poniżej wyczścić komorę sortera.
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Należy zachować ostrożność podczas demontażu elementów 
sortera . 

x41coinco
Typewritten text
Otwieranie kasety tub do czyszczenia. 
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x41coinco
Typewritten text
Sposób demontażu tylnej pokrywy toru przelotu monet do kasety.

x41coinco
Typewritten text
Okresowe czyszczenie wrzutnika ma duży wpływ na działanie 
całego urządzenia. Należy unikać zbyt mocnego zabrudzenia 
elementów wrzutnika a w szególności komory akceptayjnej i 
toru przelotu monet. Czyścić należy zwilżoną ściereczką unikając bezpośredniego kontaktu urządzenia z cieczą myjącą.
W przypadku zalania lub zbyt dużego zabrudzenia należy skontaktować się z serwisem w celu uzyskania dodatkowych informacji o sposobie postępowania.

Do czyszczenia należy używać srodków przewidzianych do czyszczenia elementów elektronicznych i tworzyw sztucznych.
Nie używać srodków agresywnych na bazie np. benzyny. i wchodzących w reakcję z tworzywami sztucznymi/ Należy chronić urządzenie przed zalaniem.

W serwisie można uzyskać szczegółową informację o środkach zalecanych i dostępnych w handlu.



Steady State Mode

G6XUS-BB
v2.4.2

Checking 
Diagnostics 

Diagnostics OK

D05¢   E25¢ F25¢
A25¢   B10¢   C05¢

Status: OK
Tubes = $29.15

Add $4.85
Float = $34.00

Loop

Guardian 6000

Status: OK
Tubes = $29.15

Float Disabled

Loop

Float Mode Off Float Mode On

Add: AB
Remove: None

All tubes 
enabled for float

Specific tubes 
enabled for float

Sekwencje startowe
Informacje na wyświetlaczu

• Model.

• Wyświetlenie  wersji  sprzętu  oraz 
 oprogramowania.

wszystkie systemy OK!

• Aktualna konfiguracja tub.

Uwaga: W zależności od modelu informacje mogą być różne.
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•  Wykonuje autodiagnosytkę    
    systemów, w przypadku błędów           
    zostaną one wyświetlone

• Autodiagnostyka zakończona    



Changer 
Steady State 

Mode

▲

▼
Scroll

FLOAT
Set Float

FLOAT
Disable Float

Enter Float Set To
$XX.XX

CANCEL

SETUP           
Float

▲

▼

▲

▼

▲

▼

Float = $XX.XX
CANCEL or ENTER

Enter

▲

▼
Scroll

Enter

1. Push D+F to Disable Float.
2. Open cassette and load desired level of coins.
3. Close cassette and wait for steady state operation (cycling display).
4. Press E+F to Enable Float, and accept by pressing ENTER

Float DisabledEnter

1. Press MENU and scroll using arrow keys to the screen below.

Or

Float ABCD
CANCEL or ENTER

Float Set To
ABCD

Enter

If all tubes are 
enabled for float

If only tubes 
ABCD are 
enabled for float

CANCEL

Ustawianie i wyłączanie poziomów
napełniania monet w tubach.
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Klawisze szybkiego wyboru:



SetupSetup

RecommendationsRecommendations

Float
Cassette
Coin Config
Field Tune
General
Password

Optimal Float Service

Current 
Historical
Clear Current

AuditAudit
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Main Menu
Menu Menu LayoutMenu Menu Layout

Price Holding
Vending
Cashless
Bill Validator
Clock Setting
Executive Audit

ExecutiveExecutive

Coin Enable ….........page 34
Change Mgmt …......page 36
Security Level ……..page 34

Set Float …...……...page 21
Disable Float …......page 21
Overfill Paydn …....page 21
Float Paydn………..page 21
Tube Enable………page 22

Standard …..............page 27
Custom …................page 27

Autotest …..............page 64
MDB Settings …......page 38
Dual Currency …....page 35
Language …............page 37
Clear Hst Audit …...page 37
Sound ….................page 38

Chg Password …....page 32
Password Level …..page 33

Float
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Setup Menu
Set / maintain predefined coin level.
Turn off Float Mode.
Enable (default) / disable Overfill Paydown.
Enable / Disable (default) Float Paydown.
Enable / Disable tubes that are Floated.

Add token, assign value and routing.
Delete previously loaded token.
Change token value.
Change routing (coinbox, coin return tube).
Block a slug from being accepted.

Determine which coins are accepted.
Set change paying algorithm.
Enable Standard or High Security by coin.

Run autotest for changer troubleshooting.
Change MDB Level for changer communications. 
Accept coins from two countries & which go to tubes.
Set baseline language.
Delete Audit Historical data.
Disable/Enable changer audible feedback.

Assign coin routing for standard cassette.
Assign coin routing for custom configuration.

Change user password.
Change password protection level for menu.

Token Add …...........page 29
Token Delete ….......page 29
Token Chg Value …page 30
Token Chg Rtg ……page 30
Slug Remove ..........page 28

Setup Menu StructureSetup Menu Structure

Cassette

Coin Config

Field Tune

General

Password
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Struktura MENU - szczegółowy opis w instrukcji 927977-1_Guardian 6000 Manual - dostępnej na stronie www.coinco-europe.com w języku angielskim. Informacje szczegółowe dostępne w serwisie COINTECH .



D05¢ E25¢ F25¢
A25¢ B10¢ C05¢

Checking
System

Automated Automated ParringParring RoutineRoutine

• Current tube configuration when 
cassette release lever depressed.

Changer Steady 
State Mode

Note: Float must be set to use this capability. 
1. Depress cassette release lever.
2. Swing payout cassette open.

Insert Coins to
PAR changer…

Add $4.85

LoopLoop
• Insert a combination of coins that 

equals the displayed value ($4.85 
in this example).

Diagnostics OK

Scanning Coin
Counts

Overfill Paydown
CANCEL or ENTER

Close payout cassette.

• Guardian verifies status of all 
systems.

• System check status reported.  
Any problems would be noted.

• Coin tubes are scanned for 
updated levels.

• If too many coins are added, excess 
coins are paid out automatically. 
Overfill Paydown feature can be  
disabled.

• Steady state mode “Tubes = “
displays updated coin levels.

Par Complete
• Par routine is complete.
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Changer 
Steady 
State 
Mode

▲
▼

Scroll▲
▼

Scroll

FLOAT
Set Float

FLOAT
Disable Float

Enter

SETUP           
Float

FLOAT
Overfill Paydn

▲
▼

▲
▼

▲
▼

▲
▼

Disabling / Enabling: Overfill Disabling / Enabling: Overfill PaydownPaydown &&
Float Float PaydownPaydown

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

Enter

1. Push MENU Button.
2. Scroll using arrow keys to screen below

OVERFILL PAYDN
Enable

OVERFILL PAYDN
Disable

▲
▼

▲
▼

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

Enter for 
“ON”

Enter for 
“OFF”

▲
▼

Scroll▲
▼

Scroll

FLOAT
Float Paydn

FLOAT PAYDN
Enable

FLOAT PAYDN
Disable

▲
▼

▲
▼

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

Enter

Changer 
Steady 
State 
Mode

Enter for 
“ON”

Enter for 
“OFF”

Tube EnableTube Enable

FLOAT
Set Float

▲

▼

FLOAT
Tube Enable

▲

▼

SETUP          
Float

▲

▼

Enter

▲

▼
Scroll

▲

▼
Scroll

Select Tubes to 
Enable / Disable

D:E  E:E  F:E
A:E  B:E  C:E

To Accept All 
Press ENTER

Enter

◄ ► Select Tubes;
▲▼ Disable Tubes

1. Push MENU button.
2. Scroll using arrow keys to screen below

Changer 
Steady State 

Mode

LoopLoop

Display shows current 
status  for each tube.

Enter Enter Enter
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Enter

Enter

Cash to Tubes
= $23.15

Change Dispensed
= $25.45

Manual Dispense
= $2.35

Total Sales
Qty = 83

Total Sales
= $83.00

Exact Chg Sales 
Qty = 1

Exact Chg Sales
= $1.25

Exact Chg Losses
= $4.15

Cash to Cashbox
= $53.75

Time in Exact Chg
= 5%

End Audit

Total Coins Paid
Qty = 132

Token Sales
Qty = 4

Coins Accepted
Qty = 456

Changer 
Steady State 

Mode

Audit Reporting / Clear Current Data

MAIN MENU
Audit

▲
▼

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

Enter

Enter

ENTER = Pause / Resume.
▲
▼

= Scrolls within screens.

Navigation Keys – Within Audit

Scrolls automatically….

AUDIT
Current

▲
▼

AUDIT
Historical 

▲
▼

AUDIT
Clear Current

▲
▼

Enter Password
_ _ _ _

▲
▼

Correct

Incorrect

Only shown for Level 2 & Level 3 password protection

1. Push MENU button.
2. Scroll using arrow keys to screen below

Changer 
Steady 

State Mode

▲
▼

Scroll▲
▼

Scroll

Changing Cassette / Tube ConfigurationChanging Cassette / Tube Configuration

▲
▼

Scroll▲
▼

Scroll

Enter

1. Push MENU button.
2. Scroll using arrow keys to screen 

below

SETUP
Cassette

Enter

Scrolling to & selecting “- - -” will 
disable coin routing and tube 

scanning for that position

▲
▼

CASSETTE
Standard

▲
▼

CASSETTE
Custom

▲
▼

Standard
Cassette I.D. BB

D05¢ E25¢ F25¢
A25¢ B10¢ C05¢

To Accept
Press ENTER

Input Standard 
cassette designation

Enter Select Tube(s)
& Assign Coin

◄►Assign Tubes;
▼▲ Assign Coins

D25¢ E25¢ F- - -
A25¢ B05¢ C10¢

To Accept All
Press ENTER

LoopLoopLoopLoop

Enter

Enter

Shows configuration 
for entered cassette.

Select tube by using Right/Left 
arrows; Select coin for each tube by 

scrolling using Up/Down arrows.

LoopLoopLoopLoopEnter

Audit Reporting / Clear Current Data
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ZMIANA KASETY/KONFIGURACJA TUB

x41coinco
Typewritten text
Raporty finansowe/kasowanie danych



1. Push MENU button.
2. Scroll using arrow keys to screen below

▲
▼

Tune 
Established

Slug Removed

Enter

Drop 9 Times

Drop 
Complete

Tune Failure. 
Redrop

Failure

Drop 10 Times

Success
Creating Tune

Changer 
Steady 

State Mode

FIELD TUNE
Slug Remove

▲
▼ Enter

Dropping 10 examples 
gives better accuracy.

Decrements to 0.

SLUG ROUTING
Cash Box

▲
▼

SLUG ROUTING
Coin Return

▲
▼

Enter

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

Enter

SETUP
Field Tune

Scroll

Scroll

Scroll

Adding / Deleting A TokenAdding / Deleting A Token
1. Push MENU button.
2. Scroll using arrow keys to screen below

SETUP
Field Tune

Tune 
Established

Assign Name

Assign Value

Assign Route

Enter • Options are: 0 to 9.  
• Default is next 

available.

Enter

Enter

Enter

Enter

TOKEN ROUTING
Coin Return

TOKEN ROUTING
Cash Box

TOKEN VALUE
TKN=FREE

Enter

FIELD TUNE
Token Add

Enter
Decrement 
Count

Drop 
Complete

Tune Failure 
Redrop

Failure

Drop 10 Times

Enter

Scroll

Scroll

Success

• Options: Free to 
$9.95. 

Changer Steady 
State Mode

Enter

FIELD TUNE
Token Delete

Scroll

Scroll

Delete Token 
TKN 0

Other tokens loaded

Enter No other tokens loaded 

Enter

TKN 0

Token Already
Exists

Token Deleted

Creating Tune

Token 
already 
loaded

Field Tune
Complete

Eliminacja fałszywych monet
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1. Push MENU button.
2. Scroll using arrow keys to screen below.

FIELD TUNE
Token Chg Value

▲
▼

FIELD TUNE
Token Chg Rtg

▲
▼

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

Token Token -- Change Routing / Change ValueChange Routing / Change Value

▲
Enter ▼

TOKEN CHG RTG
TKN 0

Enter

Allows scrolling if more 
than one token is loaded. 

TOKEN ROUTING
Coin Return

▲
▼

TOKEN ROUTING
Cash Box

▲
▼

Enter▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll Enter

• First screen shows 
current setting. 

• Scroll to desired 
choice and ENTER

TOKEN VALUE
TKN=FREE

▲
▼

• Options: Free to $9.95.
• Initial value is current. 

▲
▼

TOKEN CHG VALUE
TKN 0

Enter

Allows scrolling if more 
than one token is loaded. 

SETUP
Field Tune

▲
▼

Enter

Enter

RecommendationsRecommendations

Changer 
Steady 
State 
Mode

Enter

Shows current Float setting 
and recommended Optimal 
Float setting based on recent 
changer usage.

RECOMMENDATIONS
Optimal Float

▲
▼

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

MAIN MENU
Recommendations

▲
▼

Enter

RECOMMENDATIONS
Service

▲
▼

Float        = $XX.XX
Optimal    = $YY.YY

Recommend Coinco 
Clean & Test

Enter

Service Recommendations will only be shown if the 
changer has had significant usage levels.

1. Push MENU Button.
2. Scroll using arrow keys to screen below
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Password / Change Password & LevelPassword / Change Password & Level
1. Push MENU button.
2. Scroll using arrow keys to screen below

SETUP
Password

▲
▼

Enter Password
_ _ _ _

▲
▼

Enter

Correct
Changer 

Steady State 
Mode

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

PASSWORD
Chg Password

▲
▼

PASSWORD
Password Level

▲
▼

Incorrect

Incorrect 
Password

Enter Password
F E E D

▲
▼

Password = FEED
CANCEL or ENTER

Enter Enter

Enter

Cancel

PASSWORD LEVEL
LEVEL 1

▲
▼

LEVEL = LEVEL X
CANCEL or ENTER

Enter

Enter
PASSWORD LEVEL
LEVEL 2

▲
▼

PASSWORD LEVEL
LEVEL 3

▲
▼

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

Enter

Cancel

First screen shows current 
setting.  Scroll to desired 

Level and ENTER

LEVEL 3LEVEL 3
Menus Protected

By Password

• Change Password
• Password Level
• Clear Historical Audit
• Field Tune
• General
• Clear Current Audit

In addition Level 1&2 :-

Float
• Cassette
• Coin Configuration

LEVEL 2LEVEL 2
Menus Protected

By Password

• Change Password
• Password Level
• Clear Historical Audit

In addition to Level 1 :-

• Field Tune
• General
• Clear Current Audit

• Change Password
• Password Level
• Clear Historical Audit

LEVEL 1 LEVEL 1 (Default)
Menus Protected

By Password

Password Protection LevelsPassword Protection Levels

Increasing Control &SecurityIncreasing Control &Security
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Coin Enable / Coin Security LevelCoin Enable / Coin Security Level

COIN CONFIG
Coin Enable

▲
▼

COIN CONFIG
Change Mgmt

▲
▼

COIN CONFIG
Security Level

SETUP          
Coin Config

▲
▼

Enter

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

Select Coins to 
Enable / Disable

US25¢E  US$1  D
US5¢ E US10¢E 

To Accept All 
Press ENTER

Enter

◄► Select Coin;
▲▼ Disable Coin

1. Push MENU button.
2. Scroll using arrow keys to screen below

Changer 
Steady State 

Mode

Enter

LoopLoopLoopLoop

▲
▼

Scroll▲
▼

Scroll

Display shows current 
status  for each coin.

Enter

Security Level 
High / Standard

US25¢H US$1  H
US5¢ S US10¢S 

To Accept All 
Press ENTER

◄► Select Coin;
▲▼ Security Lvl

LoopLoopLoopLoop
Display shows current 

security setting for each coin.

Enter

Dual Currency / Coin RoutingDual Currency / Coin Routing

GENERAL          
Dual Currency

▲
▼

Enter

1. Push MENU button.
2. Scroll using arrow keys to screen below

Changer 
Steady State 

Mode

ENABLE COINS
USD

▲
▼

ENABLE COINS
CAD

▲
▼

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll

Enter

Scroll to desired 
choice and ENTER

TUBE COINS
USD

▲
▼

TUBE COINS
CAD

▲
▼

▲
▼

Scroll▲
▼

Scroll

▲
▼

Scroll▲
▼

Scroll
Enter

Enter

Scroll to desired 
choice and ENTER

▲
▼

ENABLE COINS
USD & CAD
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Change ManagementChange Management

COIN CONFIG
Coin Enable

COIN CONFIG
Change Mgmt

COIN CONFIG
Security Level

SETUP          
Coin Config

Enter

Scroll

Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below

Enter

CHANGE MGMT
Least Coin

CHANGE MGMT
Std Alternate

Scroll

Scroll

Scroll

First screen shows 
current setting. 
Scroll to desired 
choice and ENTER

Changer 
Steady State 

Mode

Enter
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Change LanguageChange Language

GENERAL          
Language

▲

▼

Enter

1. Push MENU button.
2. Scroll using arrow keys to screen below

LANGUAGE
English

▲

▼

LANGUAGE
French

▲

▼

LANGUAGE
Spanish

▲

▼

▲

▼
Scroll

▲

▼
Scroll

▲

▼
Scroll

First screen shows 
current setting. 
Scroll to desired 
choice and ENTER

Changer 
Steady State 

Mode

Enter

SETUP          
General

▲

▼

Enter
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Clear Historical AuditClear Historical Audit
StopStop

This will delete ALL changer historical audit 
information.  Data cannot be restored after this 
step is completed.

Changer 
Steady State 

Mode

GENERAL
Clear Hist Audit

▲

▼

Enter

Enter Password
D E F B

▲

▼ Correct

Incorrect

Incorrect 
Password

CLEAR HIST AUDIT
CANCEL or ENTER

Enter

Cancel

1. Push MENU Button.
2. Scroll using arrow keys to screen below

Enter

SETUP          
General

▲

▼
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Disable / Enable SoundDisable / Enable Sound

GENERAL
Sound

▲

▼ Changer 
Steady 
State 
Mode

Enter SOUND
Enable

SOUND
Disable

▲

▼

▲

▼

▲

▼
Scroll

▲

▼
Scroll

Enter for 
“ON”

Enter for 
“OFF”

First screen shows 
current setting.

1. Push MENU Button.
2. Scroll using arrow keys to screen below

SETUP          
General

▲

▼

Enter

MDB LevelMDB Level

MDB SETTINGS
Level

▲

▼ Changer 
Steady 
State 
Mode

Enter LEVEL
Level 3

LEVEL
Level 2

▲

▼

▲

▼

▲

▼
Scroll

▲

▼
Scroll

Enter

First screen shows current 
setting.  Scroll to desired 
Level and ENTER

Enter

1. Push MENU Button.
2. Scroll using arrow keys to screen below

GENERAL
MDB Settings

Enter

▲

▼

SETUP          
General

▲

▼

Enter
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MDB Scale FactorMDB Scale Factor

MDB SETTINGS
Scale Factor

▲

▼ Changer 
Steady 
State 
Mode

Enter SCALE FACTOR
1

▲

▼

Enter

First screen shows current 
setting.  Scroll to desired 
Factor and ENTER

1. Push MENU Button.
2. Scroll using arrow keys to screen below

GENERAL
MDB Settings

Enter

▲

▼

SETUP          
General

▲

▼

Enter

MDB Decimal PointMDB Decimal Point

MDB SETTINGS
Decimal Point

▲

▼ Changer 
Steady 
State 
Mode

Enter DECIMAL POINT
2

▲

▼

Enter

First screen shows current 
setting.  Scroll to desired 
Factor and ENTER

1. Push MENU Button.
2. Scroll using arrow keys to screen below

GENERAL
MDB Settings

Enter

▲

▼

SETUP          
General

▲

▼

Enter
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Tube SenseTube Sense

GENERAL          
Tube Sense

▲

▼

Enter

1. Push MENU button.
2. Scroll using arrow keys to screen below

Scan On
Sort Door Close

▲

▼

Scan On
Cassette Close

▲

▼

▲

▼
Scroll

▲

▼
Scroll

▲

▼
Scroll

Scroll to menu option

Enter

Scroll to desired 
choice and ENTER. 
After pressing 
ENTER the previous 
screen is displayed.

▲

▼

Scan On
Hotkey (A+B)

▲

▼
Scroll

Sort Door Scan
Disable

▲

▼

Sort Door Scan
Enable

▲

▼

▲

▼
Scroll

Cassette Scan
Disable

▲

▼

Cassette Scan
Enable

▲

▼

▲

▼
Scroll

Hotkey Scan
Disable

▲

▼

Hotkey Scan
Enable

▲

▼

Enter

Enter

SETUP          
General

▲

▼

Enter
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Mode …...………..…...page 42
Max Priceline …….….page 42
Set Priceline ………...page 43

Vending Mode ….......page 44
Escrow Return……....page 45
Discount Trigger…... page 45
Discount Award……..page 45
Max Change………... page 46
Max Credit………….. page 46
EC Acc Group…..…. page 47
EC Acc Value…….... page 47
Overpay Value…..… page 47
Price Display………. page 48
Keep Change…….... page 48

Price Holding

S
cr
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l u

p 
/ d
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n 
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g 
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ro
w

 k
ey

s

Executive Menu
Enable / Disable (default) Price Holding
Set the maximum number of pricelines available when in price holding
Set individual priceline values

Executive Menu StructureExecutive Menu Structure

Vending

Cashless

Bill Validator

Clock Setting

Executive Audit

MDB Priceline…….....page 48
Set Priceline ……..….page 50
ProtA Scale ………....page 49
Revaluation……….....page 51

Acc Group…………...page 51
Bill Escrow ………….page 52

Set Time …...………...page 52
Set Date ……………...page 52
Daylight Sav …….......page 53

Current ……….……...page 54
Historical ……………page 54
Audit Periph …...…...page 55
Machine ID ……….....page 56
Security Code ….......page 57
Pass Code ………......page 57
DEX Clear ……….…..page 58

Set Single (default) / Multi vend
Enable (default) / Disable escrow return
Set the discount trigger value (Multi vend only)
Set the discount awarded when the trigger is equaled or exceeded
Set the maximum change that can be returned 
Set the maximum credit accepted
Set highest coin accepted when in exact change condition
Set the exact change value
Enable / Disable overpay value
Enable / Disable (default) price display (Price Holding only)
Enable / Disable (default) keep change (Single vend only)

Enable / Disable (default) MDB Price Lines
Set individual priceline values
Set Protocol A (slave) cashless device scaling factor
Enable / Disable (default) revaluation of credit to Cashless peripheral

Set highest bill accepted when in exact change condition
Enable (default) / Disable bill escrow

Set the current time
Set the current date
Set the month and week of daylight saving

View Current Executive audit data
View Historical Executive audit data
Disable (default) / Enable Interim only / Total only / Interim and Total
Set the Machine Serial Number / Location reported in audit (ID101/104)
Set Security code for IrDA DDCMP audit data transfer
Set Pass code for IrDA DDCMP audit data transfer
Clear DEX audit

���������
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1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Price Holding

PRICE HOLDING
Mode

Main Menu
Executive

Enter

Enter

Scroll

PRICE HOLDING
Enable

Scroll

PRICE HOLDING
Disabled

PRICE HOLDING
Disable

Enter

Cancel
Current Setting

Scroll to desired setting 
and press ENTER to 

confirm

Price Holding

Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Price Holding

PRICE HOLDING
Mode

Main Menu
Executive

Enter

Enter

PRICE HOLDING
Max Pricelines

MAX PRICELINES
100Enter

Cancel

Current setting displayed. 
Scroll to desired setting 
and press ENTER

Max PricelinesMax Pricelines

Price Holding
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1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Price Holding

PRICE HOLDING
Set Pricelines

Scroll

Enter

PRICE HOLDING
Mode

MAIN MENU
Executive

Enter

Enter

PRICELINE 1
0.45

PRICELINE 2
0.50Enter

Cancel Cancel PRICELINE …
0.45Enter

Cancel

Menu

Scroll to desired setting and press ENTER to confirm.
Options are: Price, Disabled or Free

Set PricelinesSet PricelinesFigure 51

Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Price Holding

VENDING
Vending Mode

Main Menu
Executive

Enter

Scroll

VENDING MODE
Multi Vend

Scroll

VENDING MODE
Single Vend

VENDING MODE
Single Vend

Enter

Cancel
Current Setting

Scroll to desired setting 
and press ENTER to 

confirm

EXECUTIVE
Vending

Scroll

MULTI VEND
Price Limit

MULTI VEND
Credit Limit

Scroll

SINGLE VEND
Price Limit

SINGLE VEND
Credit Limit

First screen shows current setting.  Scroll 
to desired setting and ENTER

Current Setting will be 
displayed first

Enter

Enter

Enter

First screen shows 
current setting.  Scroll 
to desired setting and 
ENTER

Single/Multi Vend ModeSingle/Multi Vend Mode
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1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Vending

VENDING
Escrow Return

Main Menu
Executive

Enter

Enter

Scroll

ESCROW RETURN
Enable

Scroll

ESCROW RETURN
Disabled

ESCROW RETURN
Disable

Enter

Cancel
Current Setting

Scroll to desired setting 
and press ENTER to 

confirm

Escrow ReturnEscrow Return

Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Vending

VENDING
Mode

Main Menu
Executive

Enter

Enter

VENDING
Discount Trig

DISCOUNT TRIG
00.00Enter

Cancel

Current setting displayed. 
Scroll to desired setting 
and press ENTER

Discount Trigger

Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Vending

VENDING
Mode

Main Menu
Executive

Enter

Enter

VENDING
Discount Award

DISCOUNT AWARD
00.00Enter

Cancel

Current setting displayed. 
Scroll to desired setting 
and press ENTER

Discount AwardDiscount Award
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Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Vending

VENDING
Mode

Main Menu
Executive

Enter

Enter

VENDING
Max Change

MAX CHANGE
00.00Enter

Cancel

Current setting displayed. 
Scroll to desired setting 
and press ENTER

Max ChangeMax Change

Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Vending

VENDING
Mode

Main Menu
Executive

Enter

Enter

VENDING
Max Credit

MAX CREDIT
00.00Enter

Cancel

Current setting displayed. 
Scroll to desired setting 
and press ENTER

Max CreditMax Credit

Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Vending

VENDING
Mode

Main Menu
Executive

Enter

Enter

VENDING
EC Acc Group

EC ACC GROUP
00.00Enter

Cancel

Current setting displayed. 
Scroll to desired setting 
and press ENTER

Exact Change Accept GroupExact Change Accept Group

Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Vending

VENDING
Mode

Main Menu
Executive

Enter

Enter

VENDING
EC Value

EC VALUE
00.00Enter

Cancel

Current setting displayed. 
Scroll to desired setting 
and press ENTER

Exact Change ValueExact Change Value

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Vending

▲

▼

▲

▼

VENDING
Overpay Value

Main Menu
Executive

▲

▼

Enter

Enter

OVERPAY VALUE
0.00

▲

Enter ▼

Cancel
Current Setting

Overpay ValueOverpay Value

Current setting displayed. 
Scroll to desired setting 
and press ENTER
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1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Vending

VENDING
Price Display

Main Menu
Executive

Enter

Enter

Scroll

PRICE DISPLAY
Enable

Scroll

PRICE DISPLAY
Disabled

PRICE DISPLAY
Disable

Enter

Cancel
Current Setting

Scroll to desired setting 
and press ENTER to 

confirm

Price DisplayPrice Display

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Vending

VENDING
Keep Change

Main Menu
Executive

Enter

Enter

Scroll

KEEP CHANGE
Enable

Scroll

KEEP CHANGE
Disabled

KEEP CHANGE
Disable

Enter

Cancel
Current Setting

Scroll to desired setting 
and press ENTER to 

confirm

Keep ChangeKeep Change

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Cashless

CASHLESS
MDB Priceline

Main Menu
Executive

Enter

Enter

Scroll

MDB PRICELINE
Enable

Scroll

MDB PRICELINE
Disabled

MDB PRICELINE
Disable

Enter

Cancel
Current Setting

Scroll to desired setting 
and press ENTER to 

confirm

Cashless (MDB) PricelineCashless (MDB) Priceline

Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Cashless

CASHLESS
MDB Priceline

Main Menu
Executive

Enter

Enter

CASHLESS
ProtA Scale

PROTA SCALE
0Enter

Cancel

Current setting displayed. 
Scroll to desired setting 
and press ENTER

Protocol A Scaling FactorProtocol A Scaling Factor
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1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Cashless

CASHLESS
Set Pricelines

Scroll

Enter

CASHLESS
MDB Priceline

MAIN MENU
Executive

Enter

Enter

Enter

Cancel Cancel

Enter

Cancel

Menu

Scroll to desired setting and press ENTER to confirm.
Options are: Price, Disabled or Free

Set (Cashless) PricelinesSet (Cashless) Pricelines

PRICELINE 1
0.45

PRICELINE 2
0.50

PRICELINE …
0.45

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Cashless

CASHLESS
MDB Priceline

Main Menu
Executive

Enter

Enter

Scroll

REVALUATION
Enable

Scroll

REVALUATION
Disabled

REVALUATION
Disable

Enter

Cancel
Current Setting

Scroll to desired setting 
and press ENTER to 

confirm

RevaluationRevaluation

CASHLESS
Revaluation

Enter

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Bill Validator

BILL VALIDATOR
Bill ACC Group

Main Menu
Executive

Enter

Enter

BILL ACC GROUP
00.00Enter

Cancel

Current setting displayed. 
Scroll to desired setting 
and press ENTER

Bill Validator Accept GroupBill Validator Accept Group
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Scroll

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Bill Validator

BILL VALIDATOR
Bill Acc Group

Main Menu
Executive

Enter

Enter

Scroll

BILL ESCROW
Enable

Scroll

BILL ESCROW
Disabled

BILL ESCROW
Disable

Enter

Cancel
Current Setting

Scroll to desired setting 
and press ENTER to 

confirm

Bill EscrowBill Escrow

BILL VALIDATOR
Bill Escrow

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Clock Setting

CLOCK SETTING
Set Time

Main Menu
Executive

Enter

Enter

SET TIME
12:00Enter

Cancel

Set TimeSet Time

First screen shows current 
setting.  Scroll to desired 
setting and ENTER
(Use and to select the 
digit to change)

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Clock Setting

CLOCK SETTING
Set Date

Main Menu
Executive

Enter

Enter

SET DATE
2007/05/01Enter

Cancel

Set DateSet Date

First screen shows current 
setting.  Scroll to desired 
setting and ENTER
(Use and to select the 
digit to change)

Scroll

CLOCK SETTING
Set Time
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1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Clock Setting

CLOCK SETTING
Daylight Sav

Main Menu
Executive

Enter

Enter

START (M/W)
01 / 01Enter

Cancel

Daylight SavingDaylight Saving

First screen shows current 
setting.  Scroll to desired 
setting and ENTER
(Use and to select the 
digit to change)

Scroll

CLOCK SETTING
Set Time

END (M/W)
01 / 01Enter

Cancel

Enter
VALUE PAID VENDS
2.50

VALUE EC MODE
0.00

VALUE CASH DSCNT
0.00

VALUE PREPAID
0.00

VALUE CARD DSCNT
0.00

VALUE CREDITS
0.00

VALUE BILLS
0.00

PRODUCT 1
0

PAID VENDS
2

PRODUCT 100
1

VALUE CARD SALES
0.00

Executive Audit Executive Audit -- CurrentCurrent

MAIN MENU
Executive

Enter EXECUTIVE AUDIT
Current

1. Push MENU button.
2. Scroll using arrow keys to screen below

EXECUTIVE
Exec Audit 

ENTER = Next field

= Prev / Next field

Navigation Keys – Within Audit

Figure 72

Enter

VALUE PAID VENDS
2.50

VALUE EC MODE
0.00

VALUE CASH DSCNT
0.00

VALUE PREPAID
0.00

VALUE CARD DSCNT
0.00

VALUE CREDITS
0.00

VALUE BILLS
0.00

PRODUCT 1
0

PAID VENDS
2

PRODUCT 100
1

VALUE CARD SALES
0.00

Executive Audit Executive Audit -- HistoricalHistorical

MAIN MENU
Executive

Scroll

Enter

ENTER = Next field

= Prev / Next field

Navigation Keys – Within Audit

EXECUTIVE AUDIT
Current

EXECUTIVE AUDIT
Historical 

1. Push MENU button.
2. Scroll using arrow keys to screen below

EXECUTIVE
Exec Audit 

Figure 73
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1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Exec Audit

EXEC AUDIT
Audit Periph

Main Menu
Executive

Enter

Enter

Scroll

AUDIT PERIPH
Total Only

Scroll

AUDIT PERIPH
Disable

AUDIT PERIPH
Interim Only

Enter

Cancel
Current Setting

Scroll to desired setting 
and press ENTER to 

confirm

Audit PeripheralAudit Peripheral

Scroll

AUDIT PERIPH
Total & Interim

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Exec Audit

EXECUTIVE AUDIT
Machine ID

Main Menu
Executive

Enter

Enter

MACHINE ID
Serial NumberEnter

Cancel

Machine IDMachine ID

First screen shows current 
setting.  Scroll to desired 
setting and ENTER
(Use and to select the 
digit to change)

Scroll

EXECUTIVE AUDIT
Current

SERIAL NUMBER
00000000Enter

Cancel

LOCATION
00000000Enter

Cancel

Scroll

MACHINE ID
Location
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1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Exec Audit

EXECUTIVE AUDIT
Security Code

Main Menu
Executive

Enter

Enter

SECURITY CODE
0000Enter

Cancel

Security CodeSecurity Code

First screen shows current 
setting.  Scroll to desired 
setting and ENTER
(Use and to select the 
digit to change)

Scroll

EXECUTIVE AUDIT
Current

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Exec Audit

EXECUTIVE AUDIT
Pass Code

Main Menu
Executive

Enter

Enter

PASS CODE
0000Enter

Cancel

Pass CodePass Code

First screen shows current 
setting.  Scroll to desired 
setting and ENTER
(Use and to select the 
digit to change)

Scroll

EXECUTIVE AUDIT
Current

1. Push MENU button.
2. Scroll using arrow keys to screen below.

EXECUTIVE
Exec Audit

EXECUTIVE AUDIT
Dex Clear

Main Menu
Executive

Enter

Enter

ENTER PASSWORD
0000Enter

Cancel

DEX ClearDEX Clear

First screen shows current 
setting.  Scroll to desired 
setting and ENTER
(Use and to select the 
digit to change)

Scroll

EXECUTIVE AUDIT
Current

DEX CLEAR
CANCEL or ENTEREnter

Cancel
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SETUP
General

Changer 
Steady State 

Mode

Open Cassette 
and Sort Door

Open both Sorting 
Cover Door & Payout 

Cassette; Autotest
begins automatically.

• Guardian cycles and checks 
status of all systems.

• Any errors are reported.

Close Changer to 
Exit Autotest

Coin LEDs

Coin Sense

Coils

Accept Gate Solenoid

Sorting Gate Solenoid

Coin Level Speakers

Payout System

Temperature Sensor

Changer Changer AutotestAutotest

Enter Enter

1. Push MENU Button.
2. Scroll using arrow keys to screen below

GENERAL
Autotest

Warning MessagesWarning Messages
Display Definition

Check Coin Path

Escrow Detected

Sort Door Open

Cassette Door Open

Payout Jam 
Tube X

There is a problem in the Acceptor Validation or 
Sorting area and these should be checked.  Cleaning 
is most likely required.

The Escrow Lever is depressed enough to open the 
acceptor gate or there is a jam in the Acceptor 
Validation area.  Please check these areas.

The Sorting Door has not been closed properly.

The Payout Cassette has not been closed properly.

The noted coin tube has had a payout problem.  
Remove the Payout Cassette, check that tube and the 
payout drive belt assembly.

Out Of Service MessagesOut Of Service Messages
Out-of-Service 
Tube Sense

There are multiple tube sense errors and the changer 
is not operational.  Please take it to a Coinco 
authorized Service Center for service.

Tube Sense
Tube X

Low Power
Condition

The noted coin tube level reading is inaccurate due to 
some interference.  Please check for any obstructions.

Power to the changer has dropped below the 
recommended MDB power level.  

Out-of-Service 
Payout Motor

The changer has a Payout Motor problem and is not 
operational.  Please take it to a Coinco authorized 
Service Center for service.

���������
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AUTOTEST wrzutnika
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The Guardian wyświetla dwa rodzaje komunikatów: 
1. Warning Messages: ostrzeżenia - wrzutnik pozostaje w trybie pracy.
2. Out of Service: problem, który musi zsotać rowiązany. Wrzutnik nie działa do momentu usunięcia usterki.
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Notatki
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Więcej informacji dotyczących 
Guardian 6000™, znajduje się w instrukcji 

obsługi lub jest dostępna w serwisie 
www.coinco.pl
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Coinco Publication # 927979 Rev. 2 
06/2007 Printed in the U.S.A.

informacje i techniczne wsparcie :

www.cointech.pl

Coin Acceptors, Inc.
U.S. World Headquarters300 

Hunter Avenue
St. Louis, MO 63124(314) 
725-01001-800-325-2646

Coin Acceptors, Inc.Canadian 
Headquarters1-435 Four Valley 
DriveConcord (Toronto), Ontario

L4K 5X5 Canada
Phone: (905) 738-5777

1-800-387-9300

email: techsupport@coinco.com
www.coinco.com

biuro@cointech.pl
 tel. +48 601 79 89 19
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wersja  polska  na  podstawie  orginału  oraz  innych 
materiałów wydanych przez Coinco i Cointech 
Informacje tutaj zawarte nie stanowią oferty w 
rozumieniu kodeksu handlowego i mają jedynie 
charakter informacyjny. Nie mogą być podstawą do 
jakichkolwiek roszczeń i żądań. Pełna instrukcja oraz 
specyfikacja dostępna u producenta wrzutnika 
GUARDIAN 6000 firmę Coin Acceptors .
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